
 

Schindler Escalator Single Action Solenoid 

Item Schindler Escalator Single Action Solenoid 

Brand Schindler 

Specification Schindler Escalator Single Action Solenoid 

Size SSA897200 50646162 AC110/120V 50/60HZ 

JF code SHEB0001 

P/N SSA897200 

Delivery time 5 working days after the payment 

HS code 8505200000 

Net weight 5kg 

MOQ 1pcs 

Warranty-Time 1 years 

JF’s expert: Jiefeng E&E CO.,LTD the biggest elevator and escalator parts supplier and trader in China. 

JF’s products: We are supplying all kinds of elevator and escalator parts for Mitsubishi, OTIS, LG-Sigma, 

KONE, Schindler, Toshiba, Fujitec, Hyundai, Hitachi, ThyssenKrupp and some Chinese brands, such as 

KOYO, STEP, BLT, we also supplying the Mechanical parts here, like Rollers, door shoes, door header, 

Step Chain, Escalator step, Escalator handrail, Escalator comb plate, Escalator yellow cleats, etc. 

JF’s guarantee: We are offering 12month guarantee for our spare parts here and guarantee its Origin 

and all the parts will be testing before delivery to make sure its working conditions, if any parts in poor 

quality, we will take it our and exchange it at our cost here! 

JF’s Payment term: T/T or PayPal 

JF’s Quality control: All Parts to be tested here for delivery. 

Email: jill@elevator.hk; Jieson@elevator.hk; jiefeng02@elevator.hk; 

 

Product Information 

Elevator brake solenoids (spreader solenoids) of the Elevator and escalator Line are linear solenoids with 

short stroke and high magnetic force. The brake magnets are used as actuating solenoids in drives of 

elevators or escalators for releasing the brakes. 

The brake magnets (also spreading magnets) of the Elevator and escalator Line are lifting magnets with 

short stroke and high magnetic force. The brake magnets are used as actuation magnets in drives of 

elevators or escalators for the braking of brakes. 

Depending on the requirements, a single spreader solenoid or a double spreader solenoid (dual-brake 

system) is used. While the single acting spreader solenoids are pushing solenoid actuators in one 

direction, the double-acting spreader solenoid consists of two solenoid systems in a housing, which press 

in two opposing directions. 

Both types have increasing magnetic force characteristics. Depending on the coil design, there are 

different duty cycles available. 

Over-excitation 

When operated with over-excitation (40% duty cycle) the elevator brake solenoids are overexcited by 

high power during the actuating phase, so that a high initial force is achieved to overcome the spring. 

An overexcitation rectifier reduces the holding voltage as soon as the magnet is in the end position. In 

this case, the Standard duty cycle is 80%. This approach is very energy saving and enables the provision 

of a high attraction force with the smallest possible space. 

Double-acting spreader solenoids 



 

Due to the increased safety requirements of the manufacturers, the double-acting elevator brake 

solenoid (double-acting spreader solenoid) is mainly used in modern systems. 

In the case of brake solenoids for elevators and escalators, it is often necessary that the switching noises 

are reduced.  

 



 



 



 



 

 


